RTU Quick Start

1 CONNECTRTUTO PC

Connect RTU and computer with RS232 cable

RTU terminal
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black wire->GND
orange wire->RXD
blue wire->TXD

RS232(9pin)
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2 SETUP RTU BY SOFTWARE

Run the configuration software

Connect RTU and computer with RS232 cable, and open the configuration software, make RTU access
setup mode according to the following step.

i. Poweroff RTU

ii. Choose the serial port No. and rate correctly

ii. Click “Setup mode”, press “OK”

iv. PoweronRTU
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| Keload successfully, conmected with FCI

2. How to know RTU is in “Setup mode”:
Check the ACT light, if the ACT light flickers twice per second that means it is in the setup mode

. NOTE
Access setup mode, the simcard and antenna is unnecessary, but access working mode, the simcard

and antenna is necessary.
In setup mode, all functions are disabled, only to setup parameters. And RTU must be restart to enter
working mode, all functions is enabled, the RTU can alarm and be control.
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vl Setup RTU ID
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Dalarm when g=m signal low
[¥] daily repert at 10fam.
[#]send prooftime sms to cs when powerup
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Powerup SUCCess

The ID must be set, otherwise GPRS server do not receive data from the RTU, for example, ID is 1

Rl Setup GPRS parameters

tiki© Gprs Settings

Input and Output
- Enable GPFEE transfer
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Data Tranemiz=ion User | | —
GPRS Server |X|
Fazzword | | —
—
5 adir | = !erver Address |183. 15. 156. 165 |
s 1 Port 3000
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Reload suecessfully, conmected with PCI

RTU transmits data to server, so must setup target server’s IP address, port and protocol.
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NOTE: server IP must be a public fixed IP address or a domain.
If your PC only has an internal network IP, probably something likes 192.168.1.XXX. You must do
port Forwarding in your router.

3 TEST

Run the GPRS server, and add a RTU information

% GPRS Server (Trail Version 1.32) for GPRS RTU

View (¥)

[ Riu List |Commun|catmn | Rtu Status |

# =A =
RTU Id# ETO Hame Location Comp any Contactor Teleph Lii_!J
Add
[ U [1 i
RTU MName [CwTs111 |
Lacation |shenzhen ‘
Campany |CVVT ‘
Contactor [Tom |
Telephone | ‘
RTU Na [ |
RTU Type |51 11 v‘ |
oY SN & Cancel

Note: The RTU id is same as the device ID that be setin RTU, for example, ID is 1

Restart RTU and waiting it access working mode, you can see the data from RTU in GPRS server

% GPRS Server (Trail Version 1.32) for GPRS RTU

View (¥)

Riu List (Communication | 3tu Status |
I
Reset
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Update PowerState 0
Register#1102 setvalue=287
Update GEM/GPRE Signal 31

Redister#l 101 setvalue=0 R-ﬁU St‘art‘ -ﬁCP masaagﬁ

Update Buildin-Temperature 0.00
CAWWTIO: LIDA, Fi=01, CHANMNEL=0
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Register#1103 setvalue=1

Update PowerState 0

Register#1102 setvalue=287

Update GEM/GPRS Signal 31

Register#1101 setvalue=0

Update Buildin-Temperature 0.00

CWTIO: UID1, Fr=00, CHARMEL=0
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Hodbus Icp Server (Release Wersiom 1.2) for C¥IS000 serials RIUT

| RTU List| Top Data | RTU State |

w Unit ID: 1 Device Name: CWTS5011

Digital inputs

@ @ @ @ @ @ @ @
Digital outputs

@ @ @ @ @ @ @ @
Analeg input Counter input

@ Water Level:

@ Temperature: 0. 00
Humidity Sensor:0.00

ad

Graycode input

! Rain counter: 0/08ec
! Flow counter: 0/0Sec

Voltage:0. 00

Click Channel button to view it's Data

Water Lewel: Q.00

RTU State

d In [

0.0

L
— 1T

Service started on port 3000, max con 3, max thread 4

83 Records of Unit ID:1 Temperature:1

Data Listview
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22,0 20111107 172733 Jale
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22.0 20111107 173141 v‘ |
22,0 20111107 173164
22,0 20111107 173203
20.7 20111108 172605
20.7 20111108 172615
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83 Records of UnitID:1 Temperature'? Chart Report
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